CURB INLET
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B

FILTERED WATER
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SPECIFIC APPLICATION:

THIS METHOD OF INLET PROTECTION IS APPLICABLE
AT CURB INLETS WHERE AN OVERFLOW CAPABILITY
IS NECESSARY TO PREVENT EXCESSIVE PONDING IN
FRONT OF THE STRUCTURE.

MAINTENANCE:
1. THE STRUCTURE SHALL BE INSPECTED AFTER EACH RAIN AND REPAIRS
MADE AS NEEDED.

2. SEDIMENT SHALL BE REMOVED AND THE TRAP RESTORED TO ITS

ORIGINAL DIMENSIONS WHEN THE SEDIMENT HAS ACCUMULATED TO 1/2
THE DESIGN DEPTH OF THE TRAP.

REVISIONS 3. REMOVED SEDIMENT SHALL BE DEPOSITED IN A SUITABLE AREA AND IN
SUCH A MANNER THAT IT WILL NOT ERODE.
DATE DESCRIPTION
4. STRUCTURES SHALL BE REMOVED AND THE AREA STABILIZED WHEN THE
REMAINING DRAINAGE AREA HAS BEEN PROPERLY STABILIZED.
STD. NO.
TOWN OF KNIGHTDALE

STANDARD DETAILS CURB INLET SEDIMENT FILTER 208




